
 : 220VAC/50Hz 1  10A

 : 2 x 1000W Max. (  leading edge phase control)

 : Triac 400V 40A nom. 300A surge

(RFI. Suppression) :
- Iron powder toroidal choke with R-C Filter  BS 800

 VDE 0875
- Rise Time 200uS at 220V

 :
- Opto Isolator, Isolation 7.5KV

-  Fade Time   0 - 1200  CH.
-  128 
-  Square Law “B” Curve
-  Dim  Non Dim  CH.

 EPROM 
 Battery Backup

 RS-485(i-Net protocol)

 40   C  Max.

- Incandescent - Mains-rated

 : (wall mount), Din-rail Standard

- Halogen or Low Voltage Halogen

 :
- Line, Neutral, Earth
-  3 x 4mm2

 :

 :  110 . x  210 . x  75 .

 : 1.2 .

- Neon (cold cathode) magnetic transformers
- Fluorescent (Non Dim/On-Off)

- Line, Neutral   CH
-  2 x 2.5mm2

)

 Bypass Switch - )
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ARTLIGHT - Lighting Control and Dimming System

GTDM2-1K : Leading Edge Dimmer Module
2 Channel x 1000 Watts Dimmer
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ARTLIGHT - Lighting Control and Dimming System
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ELECTRICAL DIAGRAM MOUNTING DIMENSIONS

mailto:info@greentek.co.th
http://www.greentek.co.th

